
JACOBSEN ® WALKING GREENS MOWER SPECIFICATIONS

	 E-Walk	 GK 500 Series	 PGM 22	 TC-22

Engine	 	 	 	 	 	 	
Type	 48-volt DC, 20 amp-hour	 Honda® GX-120 	 Honda® GX-120 	 Honda® GX-120	
	 battery pack	 	 	

Horsepower	 	 4 hp (2.98 kW) @ 3,600 rpm	 4 hp (2.98 kW) @ 3,600 rpm	 4 hp (2.98 kW) @ 3,600

Maximum Torque @ 2,800 rpm	 	 5.4 ft.-lbs. (7.5 Nm)	 5.4 ft.-lbs. (7.5 Nm)	 5.4 ft.-lbs. (7.5 Nm)

Fuel Capacity	 	 0.66 gal. (2.5 L)	 0.66 gal. (2.5 L)	 0.66 gal. (2.5 L)

Traction & Differential	 	 	 	 	 	 	
Drive Clutch	 	 Centrifugal	 Centrifugal	 Disc type

Traction Reduction Ratio	 15.15:1	 21.8:1	 24:1	 21.14:1

Traction and Reel Drive	 Traction: 48-volt DC brushless motor,	 Two synchronous Poly Chain® belts 	 Chain drive in oil-tight housing	 Steel spur gears
	 belt drive
	 Reel: 48-volt brushless motor, 	 Belt drive	 Chain drive	 Gear drive	
	 direct drive	 	 	 	

Operator Presence Control	 Standard	 Standard	 Standard	 Standard
	 Controls reels and traction drive	 Controls reels and traction drive	 Controls reels and traction drive	 Controls reels and traction drive

Differential	 Full automotive type, 	 Full automotive type,	 Full automotive type,	 Full automotive type,
	 housed in traction drum	 housed in traction drum	 housed in traction drum	 housed in traction drum

Rear Drive Drum	 Aluminum alloy	 Aluminum alloy	 Aluminum alloy	 Aluminum alloy 

Mowing Speed @ 3,000 rpm	 0.75-3.4 mph (1.21-5.47 km/h)	 3.2 mph (5.14 km/h)	 3.2 mph (5.14 km/h)	 2.9 mph (4.68 km/h)

Reels & Blades	 	 	 	 	 	 	
Reel Reduction Ratio	 1:1	 1.67:1	 2.25:1	 1.74:1

Reel Bearings	 Spring-loaded tapered roller	 Spring-loaded tapered roller	 Spring-loaded tapered roller	 Tapered roller

Reel Diameter	 5 in. (127 mm)	 5 in. (127 mm)	 5 in. (127 mm)	 4 in. (101.6 mm)

Cutting Frequency	 Variable	 11-blade: 0.169 in. (4.3 mm)	 0.205 in. (5.2 mm)	 0.202 in. (5.1 mm)	
	 	 7-blade: 0.25 in. (6.3 mm)	 	 	 	

Side Frame Material	 Aluminum alloy	 Aluminum alloy	 Cast-aluminum alloy	 Aluminum-alloy casting

Number of Blades	 11	 11 (7 on GK 526A)	 11	 9

Blade Material	 Hardened high carbon steel	 Hardened high carbon steel 	 Hardened high carbon steel	 Hardened high carbon steel
	 	 	 	 	 	 	
Width-of-Cut	 22 in. (55.9 cm)	 GK 518 - 18 in. (45.7 cm)	 22 in. (55.9 cm)	 22 in. (55.9 cm)
	 	 GK 522 - 22 in. (55.9 cm)	 	 	 	
	 	 GK 526 - 26 in. (66.1 cm)	 	 	 	

Height-of-Cut	 0.062”- 0.438” (1.6 mm - 11.1 mm)	 0.062”- 0.438” (1.6 mm - 11.1 mm)	 0.062”- 0.438” (1.6 mm - 11.1 mm)	 0.118” - 0.394” (3.0 mm-10.0 mm)
(Depending on turf conditions	 	 	 	 	
and bedknife installed)	 	 	 	

Weight 	 230 lbs (104.3 kg)	 GK 518 - 210 lbs. (95.2 kg)	 178 lbs. (80.8 kg)	 225 lbs. (102 kg)
	 	 GK 522 - 220 lbs. (99.8 kg)	 	 	 	
	 	 GK 526 - 230 lbs. (104.3 kg)

Jacobsen®,and TournamentCut 22® are registered trademarks and Greens King™, 
E-Walk™, MAGKnife™ and When Performance Matters™ are trademarks of Jacobsen, A Textron Company. 

Honda® is a registered trademark of Honda Motor Co., Ltd. Kubota® is a registered trademark of Kubota Tractor Corporation.
 Briggs & Stratton® is a registered trademark and Vanguard™ is a trademark of Briggs & Stratton Corporation.

This information was correct at the time it was printed. Information is subject to change without notice.
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