RIDING GREENS MOWER SPECIFICATIONS

Fuel Capacity

8gal.31L)

E-Plex Il G-Plex Il G-Plex Il
Engine Diesel Gas
Type 48-volt DC battery pack Kubota® D722 3-cylinder Briggs & Stratton®
Vanguard™ V-twin,
4-cycle, 2-cylinder, OHV
Displacement 43.88 cu.in. (719 cc) 35 cu. in. (574 cc)
Horsepower @ 3,600 rpm 18.8 hp (14 kW) 18 hp (13.4 kW)
Air Cleaner Dry type, Donaldson Replaceable dual element
Cooling Pressurized, sealed cooling system; | Air cooled
coolant capacity: 1gal. (3.8L)
Lubrication Fully pressurized Fully pressurized

8gal.(31L)

Traction & Drive
Traction Drive

Reel Drive

Reel Lift

Hydraulic System

3.5 hp (2.6 kW), 48-volt DC motor
0.5 hp (0.4 kW); 48-volt
electric motor

48-volt, electric linear actuator
Individual reel control

Hydraulic torque motor

on each drive wheel;

integral full-differential action
Gear-type hydraulic motor;
dual-direction, backlap

control valve standard

Hydraulic double-action cylinders;
quick-attach cutting units with
parallel-link head leveling system
6.8 gal. (25.7) capacity; 25-micron,
full-flow filtration; biodegradable
fluid: oil cooler standard

Hydraulic torque motor

on each drive wheel;

integral full-differential action
Gear-type hydraulic motor;
dual-direction, backlap

control valve standard

Hydraulic double-action cylinders;
hydraulic; double-action
parallel-link head leveling system
6.8 gal. (25.7) capacity; 25-micron,
full-flow filtration; biodegradable
fluid: oil cooler standard

Tires, Brakes & Steering
Tires

Parking Brake

Ground Pressure

20x10-10, 2-ply pneumatic,
tubeless
6 in. caliper disc, foot operated

10 psi (0.7 kg/em2)

20x10-10, 2-ply pneumatic,
tubeless
6 in. caliper disc, foot operated

10 psi (0.7 kg/em2)

20x10-10, 2-ply pneumatic,
tubeless
6 in. caliper disc, foot operated

10 psi (0.7 kg/cm2)

Number of Blades
Blade Material
Cutting Frequency

Overall Cutting Width
Height-of-Cut Range
(Depending on turf conditions
and bedknife installed)

5in. (127 mm) diameter

7,9, 11

Hardened, high-carbon steel
0-0.16in. (0-4.1 mm) at 4 mph
(6 km/h) with 11-blade reels
62in. (1.6 m)

0.062" - 0.438"
(1.6mm-11.1mm)

5in. (127 mm) diameter
7,9, 11

Hardened, high-carbon steel
0-0.18 in. (0-4.57 mm)
with 11-blade reels
62in.(1.6 m)

0.062" - 0.438"
(1.6mm-11.1mm)

Steering Manual, power optional Power Power

Speed

Mowing 3-4 mph (4.8-6.4 km/h); adjustable | 0-3.8 mph (0-6.1 km/h) 0-3.8 mph (0-6.1 km/h)
Transport 0-7.5 mph (0-12 km/h) 0-7.5 mph (0-12 km/h) 0-7.5 mph (0-12 km/h)
Reverse 0-3.8 mph (0-6 km/h) 0-2 mph (0-3 km/h) 0-2 mph (0-3 km/h)
Reels & Blades

Number & Size Three 22 in. (0.56 m) reels; Three 22 in. (0.56 m) reels; Three 22 in. (0.56 m) reels;

5in. (127 mm) diameter
7,911

Hardened, high-carbon steel
0-0.18 in. (0-4.57 mm)
with 11-blade reels

62in. (1.6 m)

0.062" - 0.438"
(1.6mm-11.1mm)
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Weight & Dimensions

Weight (less catchers) 1,464 Ibs. (644 kg) Diesel: 1,388 Ibs. (630 kg) 1,264 Ibs.(574 kg)
Length (less catchers) 931in. (2.4 m) 82in.(2.1m) 82in. (2.1 m)
Height 55in. (1.4 m) 49.41in.(1.3m) 49.41in.(1.3m)
Wheelbase 54in. (1.4 m) 49.7in. (1.3 m) 49.71in. (1.3 m)
Width 75in.(1.9m) 74.5in. (1.9 m) 74.5in. (1.9 m)
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The Official Turf Equipment Supplier to The
PGA of America and The Exclusive Turf

Equipment Supplier to PGA Golf Properties. When Performance Matters!."

Jacobsen®,and TournamentCut 22° are registered trademarks and Greens King™,
E-Walk™, MAGKnife™ and When Performance Matters™ are trademarks of Jacobsen, A Textron Company.
Honda® is a registered trademark of Honda Motor Co., Ltd. Kubota® is a registered trademark of Kubota Tractor Corporation.
Briggs & Stratton® is a registered trademark and Vanguard™ is a trademark of Briggs & Stratton Corporation.

1.888.922.turf or www.jacobsen.com



